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Lights: Console: Grand MA 2 Light SV fader wing
Dimmers:ADB Mikapack 24ch x3 kW
Fixtures: 6pcs Martin mac 301, 6pcs Vari*Lite VL1100

Fog machine: 1pcs MDG theONE
D g D m D | a Other details TBD case by case as per artists rider.

Mix pos: With capacity versions L & M sound on the floor in FOH # 1
(see configuration drawings attached).
With capacity version S sound on the floor in FOH # 2.
In-house lighting console always in FOH # 2.

Backstage: All together 7 dressing rooms available. All with shower & toilet; full size & make up mirrors
\Y/ : LOGOMO-HALL
enve w/ lights; iron & iron boards; cloth rails; sofas & chairs. Separate green room + two additional
rooms for office etc use.
Address: Junakatu 9, 20100, Turku, Finland I ?
www.logomo.fi ey S S Joe o
I — Catering: In house catering. Location for all hot meals TBD case by case as per size of the artist group.
""""""""""""""""""""""""""" please ask offer from myynti@logomo.fi
Contact: https://logomo.fi/info/henkilokunta Touring catering also possible, please check beforehand.
On-duty venue supervisor: +358 50 599 6370, VENUE @I OGOMIO. i .
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" ’ Wifi: Wifi SSID: LogomoPublic
Capacity: Scalable, see drawings for more information about basic setups. Wifi password: LogomoTurku
Custom designs available also. Wired internet ONLY by request, please check at beforehand.
Access: Two doors (h=4.2 m/13.5 ft). Loading dock connected to the stage Pyros: Generally ok BUT only by companies approved by the venue
(up stage middle) or flat push. 10 m/32 ft + ramp on the stage (Pyroman, SpecialFX). All pyros TBD case by case.
(stage right center) depending of the artists vehicle or as preferred.
ek ek Yeswithpower e e e g s, 0 oo ol e B et e
------------------------------------------------------------------------------------------------------------------------------------------------------------- - . . 0, . . - .
Stage Scalable Nivtek evelements, see drawings for more information. Misc: Ven.ue is 1OF) % non smoking. Washer/dryer available. Nq physical kgys available, all doors
_____________________________________________________________________________________________________________________________________________________________ equipped with code lock, combination for each show available at arrival.
Rigging: Clearance from the floor to the main roof structure 12 m/40 ft.

5 truss lines, all black, rigged to the rigging beams with push trolleys. Trusses can be used as
3@ mother grid for artists points or for fixtures directly.

Max load of the roof 40.000 kg/88.000 Ibs.
Everything over 20.000 kg/44.000 Ibs must be discussed in advance.

See also attached information.
Power: Stage right/lights: Main supply 650A/connection points; 3xpowerlock 250A, 2 pcs 3x125
CEE, 3 pcs 3x63 CEE, 3 pcs 3x32 CEE, 3 pcs 3x16 CEE.

Stage left/sound: Main supply 400A/connection points; 1 pcs 3x125 CEE, 3 pcs 3x63 CEE, 3
pcs 3x 32 CEE, 3 pcs 3x16 CEE.
Sound: FOH Console: Yamaha QL5
Stage rack: Yamaha Rio 3224-D, Yamaha Rio 1608-D
PA: D&B Line array KSL system 6pcsKSL8, 6pcs KSL 12 per side Array processed
Subs: D&B 12Ksl sub all ground
Frontfills: 8pcs Y10P
Delay under Balcony 10pcs 8s
Sidefills: V.sub, 3pcs AI90 per side Arrayprocessed, all flown
8ch Wireless Shure Axient microphones. Please ask for Wireless Workbench file.

*We reserve the right to make changes.
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VERSION S/(XS)

Standing capacity 1110/(-364)
Seated capacity 1110/(-364)

Default versions for general
use only. Seating plans and
sightlines to be defined
separately for each show.

VERSION M

Standing capacity 2300
Seated capacity 1600

Default versions for general
use only. Seating plans and
sightlines to be defined
separately for each show.

VERSION L

Standing capacity 3200
Seated capacity 2300

Default versions for general

use only. Seating plans and
sightlines to be defined
separately for each show.
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Backstage: 1 Dressing room with toilets and a shower.
B B ol B B _
Catering: In house catering. Location for all hot meals TBD case by case as per size of the artist group.

Touring catering also possible, please check beforehand.

Wifi: Wifi SSID: LogomoPublic
Wifi password: LogomoTurku
Wired internet ONLY by request, please check at beforehand.

Venvue: LOGOMO TEATRO-HALL Pyros: Generally ok BUT only by companies approved by the venue
............................................................................................................................................................ . (Pyroman, SpecialFX). All pyros TBD case by case.
Address: Junakatu 9, 20100, TUTKU, FiNland
www.logomo. fi Merchandise: At the time of writing this, no concessions. Tables available by the main entrance
Contact: info@logomo.fi Misc: Venue is 100 % non smoking. Washer/dryer not available. No physical keys available, all
On-duty venue supervisor:+358 50 599 6379, venue@logomo.fi doors equipped with code lock, combination for each show available at the arrival.
Capacity: Scalable, see drawings for more information about basic setups.

Custom designs available also.

Access: Depending of the production or as scheduled or preffered From Teatro entrance door. Flat
push through the Teatro-bar to Teatro hall 40 meters. Or from Load in 2 door flat push to
stage 70 meters no gaps. Load in 2 door is shared with Logomo hall.

"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" FIXED SEATING
Truck Park Yes, with power.
Stage Scalable, see drawings for more information.

------------------------------------------------------------------------------------------------------------------------------------------------------------ . TELESCOPE SEATING /
Rigging: Clearance from the floor to the main structure 8m/26ft. STANDING

3 truss lines, all black and some pipelines. see attached information.

REMOVABLE SEATING /
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" ' STANDING
Sound: FOH Console: Yamaha QL5

Stage rack: Yamaha Rio 3224-D,

PA: Meyer Sound Mica Line array, 8 pcs per side
Sub array: Meyer Sound 600hp, 2 pcs rigged
Frontfills: Meyer Sound

Delay: Meyer Sound

Sidefills: Meyer Sound

Monitors: 8pcs Turbosound TFM122M wedges
Amplifiers: Lab Gruppen

Splitter: 48ch passive audiosplitter system

Drum riser: 3x2m 40cm

Assortment of microphones, Di-boxes, stands and cables

TEATRO-HALL <

STAGE

BACKSTAGE { } S~ SPEAKERS 7
WITH WC & SHOWER GALLERIA-

* HALL

BAR COUNTER
8ch Wireless Shure Axient microphones. Please ask for Wireless Workbench file.

_A—

TEATRO BAR & CAFE
Lights: Control: 1x GrandMa 2 lite sv, 1x Malightning 4 port node

Dimmers: 1x 24ch ADB, Haze: MDG Atmosphere TO LOGOMO-FOYER »
Fixed frontlights:4pcs Vari-lite 1000tsd, 6pcs Desisti galileo 2kw fresnell, 6pcs ETC S4
15-30degrees junior zoom F.O.H StageRight, 6pcs ETC S4 15-30degrees junior zoom F.O.H
Stageleft

Backlights on a truss upstage: 5pcs Martin 301Wash, 8pcs Robe robin 300 spots, strobe, and

4-lite molefay. ask for up to date plot A

CLOAKROOM

MAIN ENTRANCE
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INSIDE VENUE

TEATRO MAIN ENTRANCE
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